
SafeSite® LED Area Light - ATEX / IECEx
 for Indoor and Outdoor Industrial Applications
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On when it 
matters most.
Products and solutions that 
protect your business
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Application
The Dialight SafeSite® LED area 
light represents the future of energy 
efficient facility illumination for 
hazardous areas worldwide. The 
ATEX / IECEx area lighting fixture 
consumes at least 50% less energy 
compared to traditional HID light 
sources, while reducing maintenance 
and carbon emissions. This light 
incorporates both cutting edge LED 
technology along with proprietary 
optics to achieve area lighting 
comparable with other traditional light 
sources.

Features & Benefits
•  5 year warranty
•  L70 rated for >100,000 hours @         

 25°C ambient
•  Low power consumption
•  Instant on/off
•  Mercury free
•  No UV or IR
•  Resistant to shock and vibration
•  Superior colour rendition index        

 compared to HPS, LPS, MV
•  Temperature compensation            

 technology for longer life
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Patent pending

Mechanical Information:
Fixture weight: 9.53kg (21lb)

Shipping weight: 10.43kg (23lb)

Mounting:  Supplied with stirrup mounting bracket

Wiring options:                     Factory installed 3 metre 3 core   
 armored cable. 5 metre available,  
 consult factory

Electrical Specifications:
Operating voltage:  100 – 277  VAC, 50/60 Hz

Power  
consumption:  See table

Operating temp:  -40°C to +65°C (40°F to +149°F)

Surge protection: 1 KV line to line     
 2 KV line to ground

THD: <20%

Power factor:  > 0.9

Construction:
Housing:  Copper free aluminum (A360)

Finish:  Polyester / epoxy powder coat gray  
 RAL 7040 for superior corrosion   
 resistance

Lens:  Toughened glass 

Photometric Information:
CRI:  75   

CCT:  5000K (cool white) 
 4000K (neutral white)

Optics:  180°C distribution   
 360°C distribution

IES files:  available at www.dialight.com 

All values typical unless otherwise stated (tolerance +/- 10%

SafeSite LED Area Light - ATEX / IECEx 
Zone 1, 21 Models

Certifications & Ratings 
• Ex d e IIC T4 Gb    

(Ta = -40°C to +65°C)
• Ex d e IIC T5 Gb     

(Ta = -40°C to +42°C)
• Ex t lllC T135°C Db lP 6X    

(Ta = -40°C to +65°C)
• Ex t lllC T100°C Db lP 6X    

(Ta = -40°C to +42°C)
• Certificate numbers:    

IECEx SIR 11.0156   
SIRA 11ATEX1357

• ATEX Zones 1, 21
• ATEX Zones 2, 22
• ABS Design Assessed: 

#13-HS1043210C-PDA
• IP66
• IK08 impact rating

Dimensions in mm

219

150

292

www.dialight.com | Dialight_LED_AreaLight_SpecSheet_ATEX_IECEx__Jan2018

Hazardous Applications | Area Light SafeSite



5

SafeSiteHazardous Applications | Area Light

SafeSite LED Area Light - ATEX / IECEx 
Zone 1, 21 - Junction Box Models

Patent pending

Certifications & Ratings 
• Ex d e IIC T4 Gb    

(Ta = -40°C to +65°C)
• Ex d e IIC T5 Gb     

(Ta = -40°C to +42°C)
• Ex t lllC T135°C Db lP 6X    

(Ta = -40°C to +65°C)
• Ex t lllC T100°C Db lP 6X    

(Ta = -40°C to +42°C)
• Certificate numbers:    

IECEx SIR 11.0156   
SIRA 11ATEX1357

• ATEX Zones 1, 21
• ATEX Zones 2, 22
• IP66
• IK08 impact rating

Mechanical Information:
Fixture weight: 9.07kg (20lb)

Shipping weight: 9.98kg (22lb)

Mounting:  Supplied with stirrup mounting bracket

Wiring options:                     Factory installed junction box with  
 terminal block. 2 x 20mm blank entries

Electrical Specifications:
Operating voltage:  100 – 277  VAC, 50/60 Hz

Power  
consumption:  See table

Operating temp:  -40°C to +65°C (40°F to +149°F)

Surge protection: 1 KV line to line     
 2 KV line to ground

THD: <20%

Power factor:  > 0.9

Construction:
Housing:  Copper free aluminum (A360)

Finish:  Polyester / epoxy powder coat gray  
 RAL 7040 for superior corrosion   
 resistance

Lens:  Toughened glass 

Photometric Information:
CRI:  75   

CCT:  5000K (cool white) 
 4000K (neutral white)

Optics:  180°C distribution   
 360°C distribution

IES files:  available at www.dialight.com 

All values typical unless otherwise stated (tolerance +/- 10%
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Patent pending

Mechanical Information:
Fixture weight: 7.5kg (16.5lb)

Shipping weight: 8.16kg (18.5lb)

Mounting:  Supplied with stirrup mounting bracket

Wiring options:                     Factory installed 3 metre 3 core   
 armored cable. 5 metre available,  
 consult factory

Electrical Specifications:
Operating voltage:  100 – 277  VAC, 50/60 Hz

Power  
consumption:  See table

Operating temp:  -40°C to +65°C (40°F to +149°F)

Surge protection: 1 KV line to line     
 2 KV line to ground

THD: <20%

Power factor:  > 0.9

Construction:
Housing:  Copper free aluminum (A360)

Finish:  Polyester / epoxy powder coat gray  
 RAL 7040 for superior corrosion   
 resistance

Lens:  Toughened glass 

Photometric Information:
CRI:  75   

CCT:  5000K (cool white) 
 4000K (neutral white)

Optics:  180°C distribution   
 360°C distribution

IES files:  available at www.dialight.com 

All values typical unless otherwise stated (tolerance +/- 10%

Certifications & Ratings 
• Ex nA nC llC T4 Gc
• Ex tc lllC T130°C Dc   

(Ta =  -40°C to +65°C)
• Certificate numbers:    

IECEx SIR 14.0042X   
SIRA 12ATEX4097X

• ATEX Zones 2, 22

• IP66

SafeSite LED Area Light - ATEX / IECEx 
Zone 2, 22

301
(11.8)

176
(6.9)

202
(7.9)

Dimensions in mm
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SafeSite LED Area Light - ATEX / IECEx 
Zone 2, 22 - Junction Box Models

Patent pending

Mechanical Information:
Fixture weight: 7.67kg (16.9lb)

Shipping weight: 8.57kg (18.9lb)

Mounting:  Supplied with stirrup mounting bracket

Wiring options:                     Factory installed junction box with  
 terminal block. 2 x 20mm blank entries

Electrical Specifications:
Operating voltage:  100 – 277  VAC, 50/60 Hz

Power  
consumption:  See table

Operating temp:  -40°C to +65°C (40°F to +149°F)

Surge protection: 1 KV line to line     
 2 KV line to ground

THD: <20%

Power factor:  > 0.9

Construction:
Housing:  Copper free aluminum (A360)

Finish:  Polyester / epoxy powder coat gray  
 RAL 7040 for superior corrosion   
 resistance

Lens:  Toughened glass 

Photometric Information:
CRI:  75   

CCT:  5000K (cool white) 
 4000K (neutral white)

Optics:  180°C distribution   
 360°C distribution

IES files:  available at www.dialight.com 

All values typical unless otherwise stated (tolerance +/- 10%

206
(8.1)

80
(3.1)

301
(203)

Certifications & Ratings 
• Ex nA nC llC T4 Gc
• Ex tc lllC T130°C Dc   

(Ta =  -40°C to +65°C)
• Certificate numbers:    

IECEx SIR 14.0042X   
SIRA 12ATEX4097X

• ATEX Zones 2, 22

• IP66
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SafeSite LED Area Light - ATEX / IECEx 
Amber Model

Patent pending

Mechanical Information:
Fixture weight: 9.53kg (21lb)

Shipping weight: 10.43kg (23lb)

Mounting:  Supplied with stirrup mounting bracket

Wiring options:                     Factory installed 3 metre 3 core   
 armored cable. 5 metre available,  
 consult factory

Electrical Specifications:
Operating voltage:  100 – 277  VAC, 50/60 Hz

Power  
consumption:  See table

Operating temp:  -40°C to +65°C (40°F to +149°F)

Surge protection: 1 KV line to line     
 2 KV line to ground

THD: <20%

Power factor:  > 0.9

Construction:
Housing:  Copper free aluminum (A360)

Finish:  Polyester / epoxy powder coat gray  
 RAL 7040 for superior corrosion   
 resistance

Lens:  Toughened glass 

Photometric Information:
Peak Wavelength:  590nm   

Optics:  180°C distribution   
 360°C distribution

IES files:  available at www.dialight.com 

All values typical unless otherwise stated (tolerance +/- 10%

Dimensions in mm

219

150

292

Certifications & Ratings 
• Ex d e IIC T4 Gb    

(Ta = -40°C to +65°C)
• Ex d e IIC T5 Gb     

(Ta = -40°C to +42°C)
• Ex t lllC T135°C Db lP 6X    

(Ta = -40°C to +65°C)
• Ex t lllC T100°C Db lP 6X    

(Ta = -40°C to +42°C)
• Certificate numbers:    

IECEx SIR 11.0156   
SIRA 11ATEX1357

• ATEX Zones 1, 21
• ATEX Zones 2, 22
• ABS Design Assessed: 

#13-HS1043210C-PDA
• IP66
• IK08 impact rating
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SafeSite LED Area Light - ATEX / IECEx 
Dimensions with Stirrup Bracket

Zone 1 Standard and Amber Model

Zone 1 with Junction Box

Zone 2

Zone 2 with Junction Box

Junction Box

219

292

281

90°

59
(2.3)

35

(1.4)
64

(2.5)

114

(4.5)

150

301
(11.8)

176
(6.9)

202
(7.9)

272
(10.7)

246
(9.7)

206
(8.1)

80
(3.1)

246

(9.7)

272

(10.7)

301
(11.8)
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SafeSite LED High Bay - ATEX / IECEx
Light Distribution Pattern

180° light distribution

360° light distribution
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SafeSite LED High Bay - ATEX / IECEx
Ordering Information 

180° optical pattern models are optimised for a 45° mounting angle
Part numbers listed in the table at 5000K (cool white) are available in neutral. For neutral white (4000K) models replace the first C in the part code with an N. Ex: 
HZA2C2N becomes HZA2N2N. When changing to neutral white there is an approximate 7% drop in lumen output. 

All values typical unless otherwise stated, Lumen values are typical (tolerance +/- 10%).

Part Number
Fixture 
Lumen

Wattage lm/W IP66 Voltage
Colour 

Temperature 
(CCT)

Lens
Light 

Distribution
Junction 

Box

IECEx / ATEX Zone 1, 21

HZA9C2N 6,000 58 103 IP66 100 - 277  VAC 5000K (cool white) Tempered glass 360°

HZA8C2N 5,600 58 97 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180°

HZA5C2N 5,100 47 109 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360°

HZA4C2N 4,600 47 98 IIP66 100 - 277 VAC 5000K (cool white) Tempered glass 180°

HZA3C2N 4,000 38 105 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360°

HZA2C2N 3,600 38 95 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180°

HZA1C2N 2,200 22 100 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360°

HZA0C2N 2,200 22 100 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180°

IECEx / ATEX Zone 1, 21 - Junction Box

HZJA9C2N 6,000 58 103 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJA8C2N 5,600 58 97 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

IECEx / ATEX Zone 2, 22 

HZB1C2N 2,500 22 114 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360°

HZB0C2N 2,000 22 91 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180°

IECEx / ATEX Zone 2, 22 - Junction Box

HZJBFC2N 7,500 69 109 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJBEC2N 7,000 69 101 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

HZJB9C2N 6,500 58 112 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJB8C2N 6,000 58 103 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

HZJB5C2N 5,500 47 117 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJB4C2N 5,000 47 106 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

HZJB3C2N 3,500 38 92 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJB2C2N 3,000 38 79 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

HZJB1C2N 2,500 22 114 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 360° •

HZJB0C2N 2,000 22 91 IP66 100 - 277 VAC 5000K (cool white) Tempered glass 180° •

ATEX / IECEx Zone 1, 21 - Amber Models

HZA9A2N 3,700 58 64 IP66 100 - 277 VAC Amber Tempered glass 360°

HZA8A2N 3,700 58 64 IP66 100 - 277 VAC Amber Tempered glass 180°

HZA5A2N 3,000 47 64 IP66 100 - 277 VAC Amber Tempered glass 360°

HZA4A2N 3,000 47 64 IP66 100 - 277 VAC Amber Tempered glass 180°

HZA3A2N 2,300 38 61 IP66 100 - 277 VAC Amber Tempered glass 360°

HZA2A2N 2,300 38 61 IP66 100 - 277 VAC Amber Tempered glass 180°
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ALL VALUES ARE DESIGN OR TYPICAL VALUES WHEN MEASURED UNDER LABORATORY  CONDITIONS. THE LIGHTING EFFICIENCY STATEMENTS 
CONTAINED HEREIN ARE CALCULATED ON A LUMEN PER WATTS BASIS WHEN COMPARING FIXTURES WITH SIMILAR FEATURES. ALL INFORMATION 
PROVIDED IS ACCURATE AS OF THE DATE OF PUBLICATION, IS SUBJECT TO CHANGE WITHOUT NOTICE AND DOES NOT FORM PART OF ANY 
CONTRACT WITH DIALIGHT. DIALIGHT DOES NOT WARRANT OR REPRESENT THAT ITS PRODUCTS ARE FIT FOR ANY PARTICULAR PURPOSE AND 
HAS NO RESPONSIBILITY FOR THE [INAPPROPRIATE/UNAUTHORISED/NON-APPROVED] USE OF ANY DIALIGHT PRODUCTS BY THE END USER. 

Dialight reserves the right to make changes at any time in order to supply the best product possible. 

The most current version of this document will always be available at: www.dialight.com

North American HQ
1501 Route 34 South
Farmingdale, NJ 07727
Tel: 732-919-3119 
Fax: 732-751-5778
info@dialight.com

EMEA Technical Centre
Ejby Industrivej 91 B
200 Glostrup
Tel: +45 8877 4545 (Denmark)
Tel: +44 1638 666541 (UK)
Tel: +49 89 12089 5713 (Germany)
Tel: +33 3 23 22 62 58 (France)
sales-europe@dialight.com

Houston
16830 Barker Springs Rd  
Ste 407
Houston, TX 77084
Tel: 732-919-3119
Faz: 281-492-1531
info@dialight.com

Middle East
Level 42 
Emirates Towers (Office Tower) 
Sheikh Zayed Road 
Dubai, United Arab Emirates
Fax: +971 (0) 4319 7686
Tel: +971 (0) 4319 7686

Australia
38 O'Malley Street
Osborne Park, WA 6017
Tel: +61 (0) 8 9244 7600
Fax: +61 (0) 8 9244 7601
info@dialight.com.au 

Southeast Asia
33 Ubi Avenue 3 
#07-72 Vertex (Tower A)
Singapore 408868
Tel: +65 6578 7157
Fax: +65 6578 7150
enquiry@dialight.com.sg

Brazil
Alameda Mercurio, 
225 – American Park Empresarial NR
Indaiatuba – SP – 13347– 662
Tel: +55 (19) 3113-4300
Fax: +55 (19) 3113-4300
brasil@dialight.com
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