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FEATURES & BENEFITS
• 10 year warranty (excluding batteries)

• Certified to UL1598/A, UL924, UL844, CE and RCM

• CID2, CIID1, CIID2, CIII Div. 1 & 2

• IP66/67, NEMA 4X

• Integral battery backup for fast and easy installation

• Ensures fixture stays illuminated through emergency loss of power

• Easy, out-of-the box ability to meet Life Safety Codes

• Self-testing and diagnostics with red/green LED for quick visual inspection

	 	 •    Automatic weekly and yearly testing

	 	 •    No need to for push-button testing at fixture or additional wiring to test switch

• Bright LEDs for easy status inspection from the ground

• Wide ambient temperature range: -20°C to +55°C

• Premium NiMH battery technology for widest temperature range and reliability

• 10W and 20W battery options to cover wide range of applications and lighting needs

• Field-selectable battery duration up to 180 minutes

• Battery modes: maintained and switch maintained

• Compatible with microwave occupancy sensors and IntelliLED™ wireless controls

Introducing the all-new battery backup model of our state-of-the-art High Bay product. These iconic fixtures now offer 
even greater peace of mind for enhanced safety in harsh industrial environments, such as Oil and Gas Refineries, Metal and 
Steel, Petrochemical Plants, Pulp and Paper Mills, Water/Wastewater Treatment Plants, General Manufacturing facilities, 
and more.  For more information on this and other industrial-grade Dialight lighting products, please visit www.dialight.com
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